

[image: ]
[bookmark: _GoBack][image: ]

[image: ]
image1.png
(Snapshot with everything working) [Running] - O

few Input _ Devi

00t> show chassis routing-engine i display xml
krpc-reply xmlns: junos="http://xml. juniper. net, junos/12.1R1/ junos”>

<xnmierror xmins="http://xml. juniper.net/xnm/1.1/xnm” xmlns :xnm
Jjuniper .net/xnm/1.1/xnm">
<source-daemon>chassis-control</source-daemon>
<message>Unrecognized command (chassis-control)</message>
</xnm:error>

<cli>

<banner></banner>
<eli>
k/rpe-reply>

00t> show chassis routing-engine i display xml rpc
krpc-reply xmlns: junos="http://xml. juniper. net, junos/12.1R1/ junos”>
<rpe>
<get-route-engine-information>
</get-route-engine-information>
</rpe>
<cli>
<banner></banner>
<eli>
K/rpe-reply>

00t> I
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File Machine View Input _Device:
00t> show interfaces media i display xml
krpc-reply xmlns: junos="http://xml. juniper.net, junos/12.1R1/ junos">
<interface-information xmlns="http://xml.juniper.net, junos/12.1R1/ junos-inte
face” junos:istyle="normal”>
<physical-interface>
<name >cbpo</name>
<admin-status junos:format="Enabled”>up</admin-status>
<oper-status>up</oper-status>
<local-index>135</local-index>
<snmp- index>501</snmp-index>
<if-type>Ethernet</if-type>
<link-level-type>Ethernet</link-level-type>
<mtu>1514</mtu>
<if-device-flags>
<ifdf-present,>
<ifdf-running/>
<sif-device-f lags>
<if-config-flags>
<iff-snmp-traps/>
</if-config-f lags>
<link-type>Full-Duplex</link-type>
<if-media-flags>

<ifmf-none,>

</if-media-flags>

more I
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oot> show interfaces media i display xml rpc
krpc-reply xmlns: junos="http://xml. juniper.net, junos/12.1R1/ junos”>

<rpe>

<get-interface-information>
<medias>

</get-interface-information>

</rpe>

<cli>
<banner></banner>

<eli>

k/rpe-reply>






 


 


 




     

